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HOLE INDUSTRIES, INC.

Features:
Bid

Operates on Flat Bar or Disk

3-1/4 or 5 inch Diameter Spring Chamber

Spring Set / Air Release Actuation

Brake  Pounds

Woven, Non-Asbestos Linings

1/4 or 3/4 inch N.P.T. Inlet Port

Assembly Mounts on a 

  1 inch Anchor Pin

irectional Linear Braking 

Force to 5,500

1” Anchor Pin

B100-5

1” Anchor Pin

B100-3

LINEAR BRAKES - MODEL: B100-3 & B100-5

Self-Energizing

Self-Energizing
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LINEAR BRAKES - MODEL: B100-3 & B100-5

SECTION BB

SECTION CC

VIEW AA

18 ½

A

A

C

C

B

B

5 3/4

2 7/8

1 ½
3 1/16

10 5/8

7 3/8

1.000

BRAKING BAR  OR DISK

1 “ DIAMETER  ANCHOR PIN

.375

.350

CENTERLINE OF DISK AND  PIN

B100-5
RIGHT H AND BRA KE

B100-3
RIGHT H AND BRA KE

16 3/4

10 5/8

1.000

BRAKING BAR  OR DISK

1 “ DIAMETER  ANCHOR PIN

.375

.350

7 3/8

5 3/4

2 7/8

MINIMUM DISTANCE 
TO MACHINE FRAME 
TO CLEAR CYLINDER

1 5/8

CANTILEVER TYPE ANCHOR PIN
OUTBOARD SUPPORT PREFERRED

3 1/16

MINIMUM DISTANCE TO 
MACHINE FRAME TO 

CLEAR CYLINDER

3 3/4

1 7/8

3 3/4

1 7/8

5

MINIMUM OVERALL 
SPACE REQUIRED

1 ½

LEFT HAND BRAK E ON DIS K

1 3/4

1 3/4

Self-Energizing

Self-Energizing
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